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CAUTION 


RISK OF ELECTRIC SHOCK 
DO NOT OPEN 


CAUTION: TO REDUCE THE RISK OF ELECTRIC SHOCK, 
DO NOT REMOVE COVER (OR BACK). 
NO USER-SERVICEABLE PARTS INSIDE. 
REFER SERVICING TO QUALIFIED SERVICE PERSONNEL 





A combination of the supplemental marking and the two graphical symbols 
(lightning flash with arrowpoint within an equilateral triangle, and exclamation 
point within an equilateral triangle) are found on the label beneath your Rabbit 
Transmitter: 


The lightning flash within a triangle is intended to alert the user 
to the presence of uninsulated "dangerous voltage" within the 
product enclosure that may be of sufficient magnitude to con- 
stitute a risk of electric shock to persons. 


An exclamation point within a triangle is intended to alert the 
user to the presence of important operating maintenance 
(service) instructions in the literature accompanying the 
product. 


WARNING: To prevent fire or shock hazard, do not expose this unit 


to rain or moisture. 








IMPORTANT SAFETY 
INSTRUCTIONS 


. Read Instructions — All the safety and operating instructions 
should be read before the appliance 15 operated. 


. Retain Instructions — The safety and operating instructions 
should be retained for future reference. 


. Heed Warnings — All warnings on the applicance and in the 
operating instructions should be adhered to. 


. Follow Instructions — All operating and use instructions should be 
followed. 


. Cleaning — Unplug this video product from the wall outlet before 
cleaning. Do not use liquid cleaners or aerosol cleaners. Use a 
damp cloth for cleaning. 


. Attachments — Do not use attachments not recommended by the 
video product manufacturer as they may cause hazards. 


. Water and Moisture — Do not use this video product near water 
— for example, near a bath tub, wash bowl, kitchen sink, or 
laundry tub, in a wet basement, or near a swimming pool, and the 
like. 


. Accessories — Do not place this video product on an unstable cart, 
stand, tripod, bracket, or table. The video product may fall, 
causing serious injury to a child or adult, and serious damage to the 
appliance. 


. Ventilation — Slots and openings іп the cabinet are provided for 
ventilation and to ensure reliable operation of the video product 
and to protect it from overheating, and these openings must not 
be blocked or covered. The openings should never be blocked by 
placing the video product on a bed, sofa, rug, or other similar sur- 
face. This video product should never be placed near or over a 
radiator or heat register. This video product should not be placed 
in a built-in installation such as a bookcase or rack unless proper 
ventilation is provided or the manufacturer's instructions have 
been adhered to. 


10. 


115 


12. 


15. 


14. 


13. 


Power Sources — This video product should be operated only from 
the type of power source indicated on the marking label. If you are 
not sure of the type of power supply to your home, consult your 
appliance dealer or local power company. 


Grounding or Polarization — This video product is equipped with 
a polarized alternating-current line plug (a plug having one blade 
wider than the other). This plug will fit into the power outlet only 
one way. This is a safety feature. If you are unable to insert the 
plug fully into the outlet, try reversing the plug. If the plug should 
still fail to fit, contact you electrician to replace your obsolete out- 
let. Do not defeat the safety purpose of the polarized plug. 


Power-Cord Protection — Power-supply cords should be routed so 
that they are not likely to be walked on or pinched by items placed 
upon or against them, paying particular attention to cords at 
plugs, convenience receptacles, and the point where they exit from 
the appliance. 


Outdoor Antenna Grounding — If an outside antenna or cable 
system is connected to the video product, be sure the antenna or 
cable system is grounded so as to provide some protection against 
voltage surges and built-up static charges. Section 810 of the 
National Electrical Code, ANSI/NFPA No. 70—1984, provides 
information with respect to proper grounding of the mast and sup- 
porting structure, grounding of the lead-in wire to an antenna dis- 
charge unit, size of grounding conductors, location of antenna- 
discharge unit, connection to grounding electrodes, and require- 
ments for the grounding electrode. See Figure 1. 


Lightning — For added protection for this video product receiver 
during a lightning storm, or when it is left unattended and unused 
for long periods of time, unplug it from the wall outlet and dis- 
connect the antenna or cable system. This will prevent damage to 
the video product due to lightning and power-line surges. 


Power Lines — An outside antenna system should not be located 
in the vicinity of overhead power lines or other electric light or 
powet circuits, or where it can fall into such power lines or circuits. 
When installing an outside antenna system, extreme care should 
be taken to keep from touching such power lines or circuits as con- 
tact with them might be fatal. 


FIGURE 1 
EXAMPLE OF ANTENNA GROUNDING ACCORDING TO 
NATIONAL ELECTRICAL CODE INSTRUCTIONS CONTAINED IN 
ARTICLE 810 — "RADIO AND TELEVISION EQUIPMENT” 
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MAST 


ANTENNA 
LEAD-IN WIRE 


ANTENNA 
DISCHARGE 


Га = UNITS 
TO EXTERNAL ANTENNA 


POWER SERVICE GROUNDING TERMINALS OF PRODUCT 


ELECTRODE SYSTEM 


a,b 
(e.g. interior metal water pipe) GROUND WIRE 9 


GROUND CLAMPS 


d 
BONDING JUMPER OPTIONAL ANTENNA GROUNDING ELECTRODE 


DRIVEN 8 FEET (2.44m) INTO THE EARTH 
IF REQUIRED BY LOCAL CODES. SEE NEC 


SECTION 810 - 2Iff). 

a. Use No. 10 AWG (5.3 mm?) copper, No. 8 AWG (8.4 mm?) aluminum, 
No. 17 AWG (1.0 mm?) copper-clad steel or bronze wire, or larger, as a 
ground wire. 

b. Secure antenna lead-in and ground wires to: house with stand-off 
insulators spaced from 4-6 feet (1.22—1.83 m) apart. 

c. Mount antenna discharge unit as close as possible to where lead-in enters 
house. 

d. Use jumper wire not smaller than No. 6 AWG (13.3 mm?) copper, or the 
equivalent, when a separate antenna-grounding electrode is used. See 
NEC Section 810-21(j). 





16. Overloading — Do not overload wall outlets and extension cords 
as this can result in a risk of fire or electric shock. 


17. Object and Liquid Entry — Never push objects of any kind into 
this video product through openings as they may touch dangerous 
voltage points or short-out parts that could result in a fire or electric 
shock. Never spill liquid of any kind on the video product. 


18. 


19; 


20. 


«b. 


22: 


Servicing — Do not attempt to service this video product yourself 
as opening or removing covers may expose you to dangerous 
voltage or other hazards. Refer all servicing to qualified service 
personnel. 


Damage Requiring Service — Unplug this video product from the 
wall outlet and refer servicing to qualified service personnel under 
the following conditions: 

а. When the power-supply cord or plug 15 damaged. 

b. If liquid has been spilled, or objects have fallen into the video 

product. 

. If the video product has been exposed to rain or water. 

d. If the video product does not operate normally by following the 
operating instructions. Adjust only those controls that are 
covered by the operating instructions as an improper adjust- 
ment of other controls may result in damage and will often 
require extensive work by a qualified technician to restore the 
video product to its normal operation. 

е. If the video product has been dropped or the cabinet has been 
damaged. 

f. When the video product exhibits a distinct change іп perfor- 
mance — this indicates a need for service. 


б 


Replacement Parts — When replacement parts are required, be 
sure the service technician has used replacement parts specified by 
the manufacturer or have the same characteristics as the original 
part. Unauthorized substitutions may result in fire, electric shock 
or other hazards. 


Safety Check — Upon completion of any service or repairs to this 
video product, ask the service technician to perform safety checks 
to determine that the video product 15 in proper operating 
condition. 


Note to САТУ system installer: This reminder 15 provided to call 
the САТУ system installer’s attention to Article 820-22 of the 
NEC that provides guidelines for proper grounding and, in parti- 
cular, specifies that the cable ground shall be connected to the 
grounding system of the building, as 5 close to the point of cable | 
entty as practical. 
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INTRODUCTION 


Congratulations on being the owner of a VCR-Rabbit, the VCR "Multiplying" 
System. With your new VCR-Rabbit, you can watch what you want, wherever you 
want to watch it. Please take a few minutes to read the Owner's Manual before 
plugging in your new VCR-Rabbit. 





90 DAY LIMITED WARRANTY 


Rabbit Systems, Inc. warrants to the original consumer purchaser (in the U.S.A.) of its VCR- 
Rabbit that the product shall be free of defects in materials or workmanship for 90 days from 
the date of purchase under normal in-house use. 


During the warranty period Rabbit Systems, Inc., will at its option repair or replace the 
product without charge for parts or labor. The product must be returned (with proof of 
purchase) to either the dealer or to Rabbit Systems, Inc., 233 Wilshire Blvd., Santa Monica, 
CA 90401. If returned to Rabbit Systems, you must PREPAY the POSTAGE AND INSURE THE 
SYSTEM. Rabbit Systems Inc., reserves the right to utilize reconditioned units in replacing 
the product. 


The warranty does not cover installation, adjustment in the home; nor is damage due to 
accident, misuse, abuse, fire, flood, and other Acts of God, incorrect line voltage, consequen- 
tial damage to other equipment caused by improper installation, improper or unauthorized 
repair, broken or marred cabinet or altered serial numbers, or unauthorized modification. 
Some states do not allow the exclusion or limitation of accidental or consequential damage, 
or allow limitations on how long an applied warranty lasts, so the above limitations or 
exclusions may not apply to you. This warranty gives you specific legal rights, and you may 
also have other rights which vary from state to state. 


Please read your Owner's Manual carefully before using the product. If a malfunction occurs, 
please refer to the troubleshooting checklist in the owner's manual. If you cannot correct 
the malfunction after consulting this checklist, please call the following toll-free number for 
help in solving this problem: 


RABBIT SYSTEMS NATIONAL SERVICE CENTER 
800-772-7012 
California residents call collect (213-393-6200) 











SPECIFICATIONS 


Power Source: 120 Volt, 60 Hz Ac 

Power Consumption: 15 Watts Max. 

Transmitter Input from VCR: 1 to 3 Milli Volts 
Input/Output Impedance: 75 Ohm CH 3/4 
Specifications are subject to change without notice 


оа 
UNPACKING 


When you remove your VCR-Rabbit System from the box, you should have the following 
items: 


Receiver I/R Auxiliary Cord 








Б = 75/300 оһт 
Transmitter (Ж Cable Adapter 


3 Cables | Antenna Adapter 





Owners Manual 





If any of these items are missing, please contact the Rabbit Hotline 800-772-7012 
(213-393-6200 in California). You may not require all items, depending on your method of 
installation. 


It is a good idea to save the styrofoam inserts in case you ever need to move or ship your 
VCR-Rabbit Transmitter or Receiver. 





SETTING UP 





RABBIT TRANSMITTER 


INPUT ANT/CABLE OUT TO TV OUTPUT TO RECEIVERS 
ANT/CABLE | OUT TO VCR 


TV «———» VCR 
PROGRAM SELECTOR 
















EXTERNAL 
ANTENNA 


| 
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GREEN 
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I/R AUXILIARY CORD 


I/R EMITTER 
(locate in front of 
VCR I/R window) 


RABBIT RECEIVER 
ii 


TV 4---- VCR 
PROGRAM SELECTOR MINI-WIRE OUT . MINI-WIRE IN 
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FIGURE 1. VCR ONLY (NO CABLE) 
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How to connect your VCR-RABBIT Multiplying System. 


RABBIT TRANSMITTER | 
Place your Rabbit Transmitter on top of ог adjacent to your VCR. Check that your VCR, 
antenna/cable system, and TVs are connected and working properly. 


ТІ. 


Fa. 


ҮЗ. 


Т4. 


77. 


Т6. 


Disconnect the external antenna/cable lead from the back of your VCR and attach it 
to the "Input Ant./Cable" jack on the back of the Rabbit Transmitter. 

Attach one end of the green plug cable to the input jack on the VCR. (The one you 
disconnected in ТІ.) Connect the other end to the "Ant./Cable Out to VCR” jack on 
the Rabbit Transmitter. 

Disconnect your “Out to TV" cable from the VCR and attach it to the "Out to TV” 
jack on the Rabbit Transmitter. 

Connect one end of the blue plug cable to the “Out to TV” jack on the VCR (the one 
that you disconnected in T3) and the other end to the “In from VCR” jack on the 
Rabbit Transmitter. 

Insert the two mini-wire leads into one pair (either Red or Black) of the "Output to 
Receivers" connectors on the Rabbit by depressing lever and inserting bare wire lead 
into oval hole. Be sure that the connectors touch on bare wires, NOT the insulation. 
Run mini-wire along the baseboards and over doors from TV#1 to TV#2. The mini- 
wire will later be attached to the Rabbit Receiver. 

Plug the Rabbit Transmitter's AC cord into a wall outlet. 


If you have a wireless remote controlled VCR: 


TL 


Plug the I/R auxiliary cord into the "I/R AUX" jack on the back of the Rabbit 
Transmitter. The other end of the I/R Auxiliary cord is the housing for the I/R emitter. 
This housing should be mounted in front of your VCR in a position which allows its 
invisible I/R light to hit the VCR's I/A window. This I/R window may be difficult to 
locate on some VCR's. It is usually a small dark-colored rectangular area on the front 
of the VCR. | 

After you have positioned the I/R emitter housing for successful VCR remote control 
from TV£2, you can remove the paper backing from the emitter housing and mount 
it to the VCR table or cabinet. It may take one or more adjustments in emitter position 
to find a location which always works well when the remote control is used at the 
TV£2 location. 


RABBIT RECEIVER 
Place the Rabbit Receiver on top of or adjacent to your TV. Check that your antenna/cable 
system and TVs are connected and working properly. 


КІ. 


R2. 


R3. 


Disconnect your cable or antenna from the TV and attach it to the "Input Ant/Cable" 
jack on the Rabbit Receiver. (If antenna has 300 ohm twin lead, you will first have to 
attach the antenna adapter to the wire.) 

Connect one end of the red plug cable to the TV terminals (the one you disconnected 
in R1). Connect the other end to the "Out to TV” jack on the Rabbit Receiver. (It may 
be necessary to use the cable adapter that is provided to connect the cable to your TV.) 
Insert the two mini-wire leads coming from your Rabbit Transmitter in the other room 
to the "Mine-wire In" slots on the Rabbit Receiver. 


OPERATION 


To watch a tape or TV at TV#1 location. 


А. 


То watch а TV program available from your existing home antenna or cable service: 
• Place the Rabbit Transmitter's Program Selector switch to the "TV" position. 
е Turn on your TV and follow your TV operation instructions. 


To record a program on your VCR while watching another on the TV: 
e Same as step А. | 
е Follow your VCR operation instructions for recording. 


To watch the VCR program: | 1 
е Place the Rabbit Transmitter's Program Selector switch to the “VCR Program" | 

position. | 
* Follow your VCR operation instructions for playing a tape or selecting the desired 


channel on your VCR’s tuner. 
e Turn on your TV and follow your TV operation instructions. 


To watch a VCR tape or regular TV programming on TV#2 in another room. 


А. 


То watch а VCR program from the VCR: 

• Set the Rabbit Receiver's Program Selector switch to the “VCR” position. 

• Turn on TV. 

е Select the desired channel (Channel 3/4) to receive your VCR signal. 

• Follow your VCR operation instructions for playing a tape or selecting the desired 
channel on your VCR's tuner. 


To watch programming normally available on your TV: 
• Set the Rabbit Receiver's Program Selector switch to the "TV" position. 
e Turn on ТУ and follow normal TV viewing practices. 





VCR RABBIT FOR 
WIRELESS REMOTE CONTROL VCRs 


If you own a wireless remote VCR, you can use your VCR's remote control unit to operate 
your VCR from any room in which you have a Rabbit receiver. Just aim your VCR's remote 
control hand unit at the Rabbit receiver (as you would with your VCR). АП of your УСК 
functions can now be controlled from another room through your Rabbit receiver. 


Nearly all VCRs operate as TV tuners as well as videotape players. So, even if your TV#2 is 
non-remote, you can remotely control it by using your VCR's remote control hand unit. 


VCR-RABBIT FOR 
CABLE TV OPERATION 


If you subscribe to cable TV service, the VCR-Rabbit will allow you to view cable program- 
ming at TV#2 without an additional cable tuner/descrambler box at your second television. 
You cannot, however, select the cable channel viewed using TV#2’s built-in tuner, even if 
TV#2 is cable ready. Cable channel selection is controlled by your cable box; the Rabbit 
system can transmit only the channel 3 or 4 output from the cable box or VCR. But, if your 
cable box uses a wireless remote control wand, you will be able to change cable channels 
from TV#2 using the cable box's remote control wand. Note: The I/R emitter from your VCR- 
Rabbit Transmitter must be positioned so that its invisible light output strikes the cable box 
I/R window (as well as your VCR's I/R window) for successful use of both remote control 
wands. 


Several methods of connection are described below. Choose the method which best suits 
your needs. 


CABLE SERVICE, BUT NO VCR : 
If you subscribe to cable TV service, but don't have a VCR, the VCR-Rabbit should be 
connected as shown in Figure 2. Here are your viewing options: 


At IVEL us 


Transmitter Program Selector in "TV" position. 

View any nonpremium (unscrambled) cable channel, tune at TV. With this switch 
setting, the program viewed can differ from a cable channel viewed at TV#2, but 
cannot be a premium channel. This applies only if TV#1 is cable ready. (Refer to your 
TV owner's manual to determine whether your set is cable ready ог not.) If TV#1 is 
not cable ready, leave the Transmitter Program Selector in VCR” position. 


Transmitter Program Selector in “VCR” position. 

TV#1 is set for channel 3 or 4, whichever is appropriate for your cable box. 

View any cable channel, tune at cable box. TV#1 and TV#2 must view the same cable 
channel with this setting. 


At ТҰ... 
Receiver Program Selector in "TV" position. 
View any channel available from TV#2 antenna, if antenna is connected at terminal КІ. 
Tune at TV. 
Receiver Program Selector in “УСК” position. 


TV#2 is set for channel 3 or 4, whichever is appropriate for your cable box. 
View any cable channel, tune at cable box. 
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RABBIT TRANSMITTER 


INPUT ANT/CABLE OUT TO TV OUTPUT TO RECEIVERS 
ANT/CABLE | OUT TO VCR ту VCR 


PROGRAM SELECTOR 

















EXTERNAL E 
ANTENNA {FRO Г] Е 
Md v Г] 

АВ SWITCH i = | 

А rm Ж E. 

@ ж 

CABLE* s 






("Connect to TI if 
no External Antenna.) 












а 
| 
= а 
<< 
[$] 
- 
шш 
сс 
з 
I/R AUXILIARY CORD = 
I/R EMITTER 
(locate in front of TO RABBIT RECEIVER 
Cable Box I/R window.) SEE FIGURE 1. 


FIGURE 2. CABLE SERVICE, NO VCR 


CABLE SERVICE AND VCR, TV#1 IS CABLE READY 

If you have cable service and a VCR at ТУЙ, there are two methods for system connection. 
The first method gives you the most viewing flexibility, but only applies if TV#1 is cable 
ready. (If TV#1 is not cable ready, you must use the alternate method described later.) Refer 
to your TV owner's manual to determine whether your set is cable ready or not. See Figure 
3 for the connection diagram. 


If TV#1 is cable ready and you don't subscribe to premium channels, you may not be using 
a cable box in your current TV system. In this case, Figure 3 still applies, but the green cable 
connects directly from T2 to your VCR input. 
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Here are your viewing options: 
At ТҮРІ... 

Transmitter Program Selector іп “ТУ” position. 
View any nonpremium (unscrambled) cable channel, tune at TV. With this switch 
setting, the program viewed can differ from show recorded or viewed at TV#2. 
Transmitter Program Selector in “УСК” position. 
ТҮЗІ is set for channel 3 or 4, whichever is appropriate for your VCR. View any cable 
channel, tune at Cable Box. The channel viewed at TV#1 will be the same as the 
channel recorded or viewed at TV#2. 


At ТҮ#2 ... 
Receiver Program Selector in "TV" position. 
View any channel available from TV#2 antenna, if antenna is connected at terminal R1. 
Tune at TV. 
Receiver Program Selector in “УСК” position. 
TV#2 is set for channel 3 or 4, whichever is appropriate for your VCR. 
View any cable channel, tune at cable box, or view a prerecorded tape played on the 


VCR. 
RABBIT TRANSMITTER 
INPUT OUT TO TV OUTPUT TO RECEIVERS 
ANT/CABLE | OUT TO VCR 
№2 PROGRAM SELECTOR 
T6 










EXTERNAL = = = Y 
ANTENNA | | Е | 
ө, Uu (7 
А/В SWITCH | i j 
FETE EEE EEA e BE 
CABLE* p 
(*Connect to 
T1 if no 
External 
Antenna.) 


Dm 








a 
ІТ : 
O © E 
ш 
- 
IN OUT = 
CABLE BOX > 
I/R AUXILIARY CORD = 
I/R EMITTER 
(Place in front of the VCR TO RABBIT RECEIVER 
and cable box I/R windows.) SEE FIGURE 1. 


FIGURE 3. CABLE SERVICE AND VCR, TV#1 IS CABLE READY 
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CABLE SERVICE AND VCR, TV#1 IS NOT CABLE READY 
This option applies if TV#1 is not cable ready. See Figure 4 for the connection diagram. 


Here are your viewing options: 


At TVAL ... 
Transmitter Program Selector in "TV" position. 
ТУ#1 is set for channel 3 or 4, whichever is appropriate for your VCR. View any cable 
channel, tune at cable box. With this switch setting, TV#1 can view cable, while TV#2 
views the same program or a prerecorded tape played on the VCR. 


Transmitter Program Selector in “УСК” position. 
ТҮЗІ is set for channel 3 or 4, whichever is appropriate for your VCR. View a pre- 
recorded tape, or view and record the same program, tune at the cable box. 


M ТТР... 


Receiver Program Selector in “TV” position. 
View any channel available from TV#2 antenna, if antenna is connected at RI. Tune 
at TV. 


Receiver Program Selector in “УСК” position. 
TV#2 is set for channel 3 or 4, whichever is appropriate for your VCR. View any cable 
channel, tune at cable box, or view a prerecorded tape played on the VCR. 


RABBIT TRANSMITTER 


INPUT ANT/CABLE OUT TO TV OUTPUT TO RECEIVERS 
ANT/CABLE | OUT TO VCR 
TV -————9 УС 


y^ PROGRAM SELECTOR 





EXTERNAL - - 
АМТЕММА | | a 





А/В SWITCH 
д 29 Е 
E 


| 

zi 

ili 
CB 

= 


= 


GREEN 
СЕН 





а 
т 
| EN MS o atem 
ожо Е 
САВІЕ щ 
ec 
CABLE BOX bs 
| > 
(*Connect to TI if = I/R AUXILIARY CORD = 
no External Antenna.) (Q ‚шша 3 - | 
IR EMITTER 
(Place in front of the VER TO RABBIT RECEIVER 


and cable box UR windows) SEE FIGURE 1. 


FIGURE 4. CABLE SERVICE AND VCR, TV#1 IS NOT CABLE READY 
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MAINTENANCE AND 
PRECAUTIONS 


Your VCR-Rabbit will bring you many years of fun and entertainment. In order to keep it in 
good working condition, please remember the following: 
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Proper ventilation is very important to prevent overheating. Never block the venti- 
lation openings in any way. There are also ventilation slots in the bottom which 
should not be blocked by placing the unit on a bed, sofa, carpet, etc. 


Be careful not to spill liquids on either unit and never expose them to rain or 
excessive mositure. If a spill should occur, wipe the unit dry, let it air dry and 
consult a qualified service person. 


Do not expose the units to excessive or extreme heat. Never place them near or over 
a radiator or heat system. 


Never remove the bottom cover of the units or drop or push objects гарар the 
slots. This could expose you to very high voltage. 


If either unit is damaged a shock hazard may exist. If damaged or if there is a distinct 
change in performance, immediately unplug the Rabbit Transmitter and Receiver 
and have it checked by an authorized service person. 


Do not plug into a power source other than a 120 Volt AC 60 Hertz electrical outlet. 
If the system is not going to be used for extended periods of time, unplug from the 
power source. 


Do not stack items on the transmitter or receiver. Heavy items can cause damage 
and impair ventilation. 


Clean the Rabbit units with a soft, slightly dampened clean cloth. Before cleaning 
make sure the power is turned off and the AC plug disconnected. 


SYMPTOM 


If your TV 
picture is poor 
or non-existent 


If VCR tape 
picture is poor 
or non-existent 


If TV£2 picture 
is good but 
remote control 
won't work 


TROUBLESHOOTING GUIDE 


CORRECTION 


Check to see that the Program Selector switch is in the "TV" program 
position. 

Check to see that the connecting cables are connected properly. See 
sections headed "Setting Up" and "Operation". 

Make certain that your VCR апа ТУ are both set on either Channel 3 or 
4, whichever you ordinarily use for your VCR. 

Connect your antenna/cable directly to your TV to verify that your TV 
and antenna/cable system is working properly. If it is not, we 
recommended that you contact your local TV repair service. 


Check to see that the picutre is OK when the Program Selector switch 
is in the "TV" position, see above. 

Be sure that the Program Selector switch is in the "VCR" position. 
Check to see that the miniwire has not been inserted too far into the 
connectors. The connectors should clamp down on bare wire, not the 
insulation on the wire. 

Make sure that AC power plugs are connected to AC power outlet. 
Check to see that the connecting cables are connected properly. See 
sections headed “Setting Up" and “Operation”. 

Make certain that you connect your VCR output directly to your TV set 
and verify that your TV and VCR are working properly. If not, we 
recommend that you contact your local TV repair service. 


Check batteries in remote control wand. 


Reposition I/R Auxiliary Cable at VCR so that it is placed in front of I/R 
window on VCR. 
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ADD ANOTHER TV TO YOUR VCR 
“MULTIPLYING” SYSTEM! 


Movies and more ... anywhere in your home. 


Think of the pleasure you can have by expanding your Rabbit system to the other rooms in 
your house. 


Enjoy a movie in bed. An exercise tape in the den. Music videos while you re in the kitchen. 
Or, let the children watch a favorite movie in their room. 


And, of course, remember that you can watch regular television on any of the sets while a 
video tape is showing on the others. 


АП with the same picture and sound quality you're now enjoying. 


Your VCR-Rabbit will even let your other sets share a single Cable TV or Satellite TV hookup, 
too. Just connect the cable or satellite to your VCR. 


Don't forget, if your VCR is the wireless remote type . . . you can control all of the functions 
of your VCR from anywhere in the house. And, you non-remote TV will be transformed into 
a remote TV set. 


Best of all, additional Rabbit Receivers cost only about one-half as much as you paid for your 
basic Rabbit System. 


So, don't wait. Hop on down to your store. Buy as many Rabbit Receivers as you need, and 
watch your family's pleasure multiply. 
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